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WITH COMPLETE STEP-BY-STEP 


DIRECTIONS FOR EASY 


FOR FINGERHUT SEAT COVERS 
INSTALLATION 


IMPORTANT! Be sure to read all instructions care- 
fully and completely before following the individual 


steps. If your car has headrests, follow instructions on 
Page 6 before beginning installation of seat covers. 


For Easier, Faster Installation your 
Fingerhut Seat Covers are precision 
tailored for a perfect, snug fit. For this 
reason they may appear to be a bit 
small when you start to install them. 
Nevertheless, do not be afraid to pull 


Key to terms used in instructions 


REAR BACK REST 
REAR CUSHION 
FRONT BACK REST 
FRONT CUSHION 
SCUFF PANEL 


and stretch the covers into place. The 
covers must be at room temperature in 
order to be easily pliable when in- 
stalled. In cold weather, tumble covers 
in heated clothes dryer at “low” setting 
for five minutes. Do not overheat. 


Front Back Rest 


For a smooth fit be sure to fasten the covers at 
enough points so no slack is left in the elastic cord. 
Pull covers taut at all times while installing. 


How to fasten covers with “S” hooks 
Attach one end of “S” hook to elastic 
cord in hem of cover. Attach opposite 
end of “S” hook to any convenient 
part of framework or springs. 


IF YOUR CAR HAS SAFETY BELTS — READ BEFORE INSTALLING COVERS 


If the belts on a 2-door model are the type that go 
through the opening between the cushions and back 
rest, no cutout is needed. If the belts go through the 
upholstery, a cutout should be made in the following 
caruet a Slip the cover into position; see instructions. 
© With seat cover in position, mark points where belts 
must come through. (Cover can be marked with black- 
board chalk.) © After cover is marked, make a rounded 


corner cutout slightly larger than belt (see illustration). 
© Pull belt through cutout and proceed to install cover 
as outlined. © If your installation requires a “crevice 
tube,” insert tube between the seat belt and backrest 
cover so the belt is under tube. 


Make cutout like this Not like this 
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FRONT CUSHION (REMOVABLE) 

Remove front cushion from car by lifting up on front edge and sliding forward. 

Place cover in position on cushion. Smooth out wrinkles. Fasten corners of cover 

to underside with S” hooks (in order shown). Turn cushion upside down. 

Attach cover to framework of seat with "S” hooks. Do not replace cushion until back 

rest is done. 

FRONT CUSHION (NON-REMOVABLE) DIVIDED OR NON-DIVIDED 

Remove scuff panels, if any. If seat adjuster knob is removable, unscrew it. 

Place cover in position. Smooth out wrinkles. 

Pull tail portion of cover through crevice (opening between bottom of front back 

rest and front cushion). 

Attach the corners of the cover to the springs or framework underneath the 

seat with “S” hooks. Begin at front. After front and sides are fastened, pull tail of 

cover through to back. Fasten under back of front seat with “S’’ hooks. 

If metal clips were sent with your covers, use them to fasten sides of cover to metal framework. 
NOTE: On some cars you cannot reach the springs underneath. You must fasten the cover 
to the metal hog rings used to fasten the original upholstery. 


FRONT BACK REST (NON-DIVIDED) 
@ Remove robe rail and ash tray frame. Replace the screws part way. This will enable you 
to find the screws after the cover is installed over them. 


Tail of Front Side 


NOTE: Use this simple trick to slide covers easily over the front back rest: 
Place pieces of cloth (satin or cotton is fine) over the corners of the front back 
rest. Then pull the seat covers down a little more than half way. Remove the 
pieces of cloth and continue with the rest of the installation. 
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Unscrew and remove side scuff panels. 

Slip cover over the front back rest and pull it down evenly on both sides. Make certain 
the seams lie flat and are not twisted. 

Push the tail of the front of the cover through the same crevice as you did for the cover of 
the front cushion. 

Fasten the tail of the front of the cover to underside of the seat. Then fasten the tail of 

the back of the cover to the springs or framework. 

If back sides of covers are open, fasten them with pins. 

After cover has been installed, locate ash tray slot and cut diagonal lines from 1 to 2 and 

3 to 4 as shown. Push ends into back rest. Replace ash tray frame. Find the screwheads and 
make holes for them in cover. Screw down ash tray frame over seat cover fabric. Make 

a hole in the cover for robe rail screws. Then screw down the robe rail. 

FRONT BACK REST (DIVIDED) 

NOTE: Seat covers have a tab indicating whether they are for left front back or right front 
back. Be sure to use the correct one. 

Unscrew and remove side scuff panels, if any. 

Slip cover over the front back rest and pull it down evenly on both sides. Make certain the 
seams lie flat and are not twisted. 


© Push back rest forward. Fasten bottom of front and rear material together by pulling out 


elastic on both parts and attaching with S” hooks. 


ONE-PIECE FRONT BACK REST AND FRONT CUSHION 
If your covers are the type with the front cushion and front back rest in one piece, follow 
these instructions: 

© Remove the scuff panels, if any. If seat adjuster knob is removable, unscrew it. 

@ Remove ash tray and ash tray frame. 

© Slip the front back rest portion of the cover over the top of the front back rest and pull 
down evenly on both sides — 2 or 3 inches at a time to avoid forcing. Make certain that the 
seams of the cover lie flat and are not twisted. 

© Center front cushion portion of cover on front cushion. 

© Fasten cushion cover to springs or framework under seat with “S” hooks. Begin at front. 

© Push excess crevice part of cover into crevice of the seat. 

@ Spread crevice tube alongside crevice. Kneel on the cushion and press down, at the same 
time forcing crevice tube deep into crevice. 

© It metal clips are with your cover, use them to fasten the sides of the cover to the edge of 
the metal framework. 

© Locate ash tray slot and cut diagonal lines from 1 to 2 and 3 to 4. Replace ash tray frame. 


Replace scuff panels and seat adjustment knob. 


qt 


REAR CUSHION 
@ To remove rear cushion from car, push back on front edge of cushion near floor. At same 
time, lift up on front edge to release from retaining hooks under seat. 
Install cover in same manner as in section three @ and @© for front cushion. 
To replace cushion in car, tilt front edge up and slide back edge under back rest. Let front 
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edge drop. Push front edge back until retaining hooks engage. (If back rest is to be covered, 


do not replace cushion until back rest is done.) 


REAR BACK REST 

To remove rear back rest from car, straighten metal tabs which hold back rest in position 
at bottom. In cars with screws instead of metal tabs, remove the screws. 

Pull out on bottom of back rest. Lift up to remove from car. 

Place cover in position on back rest. Smooth out all wrinkles. Fasten four corners of cover 
to underside with "S” hooks. Turn back rest upside down. 

Attach cover to framework of back rest with "S” hooks. 

To replace back rest in car, place top in position and fasten bottom edge as it was. 

NOTE: On some Rambler models the rear back rest is held in place with bolts at the top. 
These bolts must be removed by entering from the trunk. 
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REAR BACK REST WITH CENTER ARM REST 


Remove rear back rest in same manner as before. Some models have bolts in frame behind 
arm rest flap. Remove them so that back rest can be lifted out. 


@ Remove center arm rest assembly from back rest by removing four bolts from back. 
© Install back rest cover in same manner as for rear back rest without arm rest. The part 


1 ~) 


around arm rest opening should be fastened last. Slip arm rest cover over arm rest. Replace 
arm rest assembly in back rest. 


DOOR PANELS 


Protect-A-Door Panels permanently protect your doors from mud, scuff and dirt marks made 
by the feet of people entering and leaving your car. Protect-A-Door is an exclusive design. 
It clips on easily and securely without any tools. Follow these simple instructions for 
installing on both front doors: 

Place Protect-A-Door over the bottom of the door. 

Hook metal clips under the side edge of door panel (see illustration). 

NOTE: Most cars have a screw near each lower corner of the door panel. If you like, remove 
both screws, clip on the Protect-A-Door, and then refasten the screws directly through the 
Protect-A-Door. 

If you need detailed information about any part of these instructions, do not hesitate to ask 
us specific questions or to tell us of any problems encountered. SEE BACK PAGE 


IF YOUR CAR HAS FACTORY INSTALLED HEAD RESTRAINTS, FOLLOW 


THESE INSTRUCTIONS BEFORE INSTALLING SEAT COVERS. 


If restraints are removabley gus 
no opening is provided inf} 
seat cover... 

(1) Lift up on restraint and 
remove from seat complete 
ly. (Some models have 
small release latch at bot 
tom to permit this. Others 
have a friction lock that releases as you lift up.) 
(2) With restraint off, remove metal plates 
from top of seat. If metal plates are held on 
with screws, remove the screws and plate. 
enisee screws part way — this will make it 
ocate their correct position after 
seat cover is on.) If metal 
plates are not held in place 
by visible screws, it may be 
possible to remove them by 
prying them up. If it appears 
as though plates are not re- 
movable, leave them on and 
install cover over them. 


(3) Install seat covers follow- 
ing directions in booklet. 
§(4) When seat cover is in- 
stalled and fastened in 
place, cut a small hole in 
cover and remove screws 
that hold metal plates on. 
(5) Cut an X in seat cover in 
same manner as original upholstery is cut un- 
der metal plates and replace plates. Replace 
head restraints. 
(6) If metal plates are not removable, and 
cover was installed over them, cut a small 
hole in cover (slightly small- 
jer than metal plates). Cut 
) with rounded corners so 
cover will not tear. 
J If your car has restraints that 
are not removable, an open- 
ing will be provided in the 
cover so that it will fit down 
over them. 


I AM CERTAIN YOU WILL FIND YOUR FINGERHUT 
SEAT COVERS PERFECT IN EVERY WAY. IF, HOW- 
EVER, YOU SHOULD WANT TO CANCEL YOUR PUR- 
CHASE AND RETURN THEM, PLEASE DO NOT DO 
SO UNTIL YOU WRITE US FOR SPECIAL SHIPPING 
LABEL. (USE GUARANTEE FORM). RETURNS ARE DI- 
RECTED TO SPECIFIC LOCATIONS AND WE CAN- 
NOT ACCEPT RESPONSIBILITY FOR MISDIRECTIONS 
CONTRARY TO OUR INSTRUCTIONS. 


SINCERELY, W 2 
FINGERHUT MANUFACTURING COMPANY, ST. CLOUD, MINNESOTA 56301 
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